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Facts for Fence Buyers 



Suppose you wanted a horse — 

You'd investigate every animal offered pretty 
thoroughly. 

Then you'd buy the one that would give you 
the 7)io st service for the price. 

Now, you need a fence. 

Be just as careful about buying it. 

Don't think fence is just fence, no matter 
what you pay. 

I am going to tell you the differences. 

I am going to talk a little horse sense about 
fences that will open your eyes to the actual wear 
of any fence offered you. 

The satisfaction you get from the fence you are 
about to put up depends on these two things: 

1 . The kind of horizontal wires. 

2. The way the vertical stay wires bind them. 

Now, by the kind of wire I mean both the 
quality and whether coiled, straight or kinked. 

The quality determines the strength. 



Soft vs. Hard Wire 

Soft wire is only half "as strong as hard wire. 

If you put a load of 1300 pounds on a piece 
of No. 9 soft wire it breaks. You can put 2200 
pounds on No. 9 hard wire before it breaks. 

All straight wire fences are soft wire. 

My Mason fence is hard wire — coiled steel wire. 
If it were not it would not retain its coil. 

So much for strength. You get all you need 
in Mason fence. 

Now for the effects of weather and wear. 

If you put up a straight or kinked wire fence 
you'll have a sagged, unsightly, troublesome fence 
before you know it. 

It will keep you on the jump to make it stand 
up straight and true. 

What the Weather Does 

Let's look at the weather side of it first. 
Warm weather makes steel expand. 
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Cold weather makes it contract. 

You've seen this proven time and again along 
a railroad. 

At one time of the year the ends of the rails 
touch each other. At another time there is a 
space between them. 

Expansion and contraction of the steel causes 
this. 

It's the same with fences. 

They are greatly affected in this way — some 
farmers noticing a sag of as much as a foot to the 
rod. 

Straight and kinked wire fences can't regulate 
themselves with these changes. 

They soon loosen, and if you don't use ratchets 
constantly your fence is a sorry sight indeed. 

Weakness of Kinked Wire 

With the kinked wire you have even double 
trouble. 

The kink is nothing but a bend in the first place. 
As such it weakens the fibers and breaks the gal- 
vanizing right from the start. 
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The continual tightening and loosening even- 
tually breaks the wire at the kink, just as you 
would break a wire by bending it back and forth. 

Mason Coiled Spring Wire 

My coiled spring wire regulates itself without 
injury to the wire, just as a spring on a door pulls 
out and flies back. 

This wire is coiled by our own special machin- 
ery. The coils are rolled in so that the galvaniz- 
ing is not weakened a particle. 

They are made deep and close, more than three 
to a foot — nearly twice that of other makes. 

The deep coils are more springy, will not pull 
out in stretching and are most easily seen by stock. 

Every bar is, therefore, a springlong drawn out. 

When cold weather pulls on this spring the coils 
straighten . 

When cold weather lets go the coils go back to 
their original shape, and become deeper and 
deeper as the warm weather makes the wire 
expand. 

The coils take care of the expansion and con- 
traction perfectly. You don't have to bother with 
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the fence at all. It is always 
just as tight as the day you put 
it up — never breaks because of 
weak spots — has no kinks to 
make trouble. 

It'sthe sameway with the wear. 

You know how often a pig or 
cow runs into a fence. 

That point has to give, 

A Mason fence springs back 
immediately . The coiled spring 
wire adjusts itself — its elastic. 

A straight or kinked wire fence 
shows a sagged place every time 
a strain is placed on any part. 

Tliis shows the double strength, 
high carbon, coiled spring- wire. 
The coi/s act as springs so that no 
matter what the changes in other 
fences from wear and weather, 
Mason Fence is always as tight as 
the day put up. Also shows the 
way the stay wires a* e put on in 
pairs, first to one side and then 
to the other. This makes them bal- 
ance each other so that the fence is 
?iot putted to one side and raised 
at bottom and lowered at top. 
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Stay Wires 

Now let's examine the verlical stay wires. 
The durability depends greatly on these. 
Look at the fence offered you. See how they 
are put on. 

In most cases you will find the stay cut at the 
intersection of each cross bar. Therefore the 
stay from top to bottom is a number of small pieces. 

The ragged ends soon become rusty. Animals, 
especially sheep, often injure themselves on the 
sharp points. 

If a pig roots under the fence the intersections 
of the stays act as rusty hinges. The lower wires 
are raised and slay raised, inviting valuable animals 
to escape and unwelcome ones to come in. 

If anyone sits on or climbs over the fence the 
upper wires are lowered and stay lowered for the 
same reason. 

My Mason stays are each a single piece running 
continuously from top to bottom. 

They are wrapped three times absolutely tight 
around each horizontal wire. Only No. 13 Open 
Hearth steel wire is used for them, and they are 
placed only a foot apart. 
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There are no parts to rust — no sharp edges. 
It's practically impossible for an animal to raise 
my fence. 

No matter how f 1 
much force is ex- ■■§■■1! 

erted from top or I 
bottom the fence immediately y 
springs back straight and taut. 
Anyone can sit on it and not 
hurt it in the least. 

Another thing is the way 
the stays are fastened. 

Examine most fencing and 
you'll find that the stays aie 
#// twisted on from the same 
side. 

This naturally pulls the 
fence in that direction — 
causes it to raise at the bottom 
and sag at the top. 

My Mason stays 
are put on both sides — first a 
pair to one side, then a pair 
to the other. 



Mason 
<ta v wires 
are made of 
No. 13 Open 
Hearth steel 
wire, put on 
continuous! y 
from top to 
bottom, not 
cut at the 
intersections 
of the 
horizontal 
wires. 
Wrapped 
around three 
times. No 
sharp points, 
no parts to 
rust. Fence 

\ must stand 

I ttp tight. 
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The pull of one set is balanced by the pull ot 
the other. There is no chance for top or bottom 
to be strained out of position. 

Galvanizing 

With the quality and construction of my fence 
proven correct, the one remaining thing having 
anything to do with the wear is the galvanizing. 

No one can honestly guarantee galvanizing to 
be everlasting, no matter what claims are made 
as to its composition. When done right it adds 
from five to ten years to the life of the fence, 
depending on weather and atmosphere. 

The galvanizing on my fence is not surpassed 
by any other. The wire is made spotlessly clean 
before galvanizing. The galvanizing coat there- 
fore adheres perfectly. There are no weak spots 
where the coat failed to stick. 

Just enough is put on to form the toughest and 
most elastic covering. Too much is worse than 
too little. When applied too thickly it scales off 
leaving the wire unprotected. On my wire it is of 
sufficient thickness so as not to wear through 
easily, but not so thick as to chip off. 
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On Hilly Ground 



You can use my fence on hilly ground just as 
well as on level. 

Because each horizontal wire is a long spring 
you can pull the top wires out further than the 
others when crossing a hill, and still all the ivircs 
remain tight and taut. 

In the same way, when crossing a hollow, you 
can pull the bottom wires out wi hout lessening the 
stiffness of the fence throughout. 

You can do this readily because the vertical 
stay wires are not welded to the horizontal wires 
or woven to them in a complicated way. They 
are twisted perfectly tight so as to always keep 
the fence entirely upright, but at the same time 
they allow just 
enough play to 
let the horizontal 
wires pull to the 
length required. 



Fences having 
the stay wires 
running diago- 
nally in opposite 
directions and 




© 

Exact Size of Intermediate Wires 

This shows the exact size of ivires 
used in Mason Steel Champion 
Fencing 
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crossing one another can not be stretched per- 
fectly over hilly ground, even if the horizontal 
wires are spring steel. The stay wires do not 
allow the horizontal wires to be stretched unevenly 
over the hills and hollows. 

After the plain talk above I believe you're with 
me on this fence question — I believe you see that 
my Mason fence gives you the quality you ought 
to have. 

Relative Costs 

But for fear that you may let the prices blind 
you to actual values, I want to say a final word 
about the cost of my fence. 

You can get straight and kinked wire fences 
cheaper than mine. 

The high carbon steel wire that I use costs much 
more than soft steel wire. This, with the expense 
of coiling, makes a four-foot fence cost over j 
cents a rod 7nore. 

But look at the difference in service — you'll see 
it is a positive extravagance to buy the cheaper 
kind. 

On the other hand, many fences will cost you 
more than mine. 



They can't give any better satisfaction. 

You wouldn't buy a four-horse wagon when 
two-horse size would do your work. Along the 
same lines it is certainly a waste of money to pay 
for fencing of such design that it requires more 
wire and therefore costs more than ours to give 
the same strength and wear. 

No fence, no matter how made, can wear a day 
longer or require less repairs than Mason fence. 

In fact, I'll place Mason fence alongside any 
other at any price, with the claim that it will give 
the better satisfaction. 

I make it to give the best satisfaction — then by 
my selling methods I bring the price down lower 
than any fence of supposedly equal quality on the 
market. 

I do business on strictly a cash basis — sell for 
cash and buy for cash. 

This benefits us both. 

I have no bad debts owed to me or by me. 

You get lower prices and an absolute guarantee 
on every rod you buy. 
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We Pay the Freight 

And then remember that our prices are freight 
prepaid to your station. You know exactly what 
the fence is going to cost you delivered uhere you 
can put your hat.ds on it — not the price at a station 
hundreds of miles away. 

Aside from the convenience of this plan, it saves 
you money many times for this reason : Railroad 
freight rates are supposed to be the same to you 
as to us. But if the railroad makes a mistake in 
its own favor you would pay the overcharge to 
get your goods without delay. And you would 
be too busy afterwards to go through a lot of red 
tape to get the overcharge back. 

When we pay the freight our traffic department 
sees that the rate is right. Our price to you, 
including the freight, is therefore cheaper in the 
end than paying the manufacturer fur the fence 
and the railroad for the freight separately. 

Remember all this when comparing our prices 
with others. 

Trial and Guarantee 

I want you to teJ the fence and be satisfied 
before you decide to keep it. 
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Upon receipt stretch it properly on good posts 
and test it in any way you like for 30 days. 

Jf it does not give you the service it should, whether 
on level or hilly ground, ship it back at our expense. 
I will refuniyour money in full. I shall not count 
the sale made until the 30 days are up and you arc 
satisfied. 

Could you ask for a feint guarantee ? 

You can run no risk in trusting your order to us. 

Expect a fence unequaled in strength, stiffness, 
elasticity, toughness — a fence with more backbone 
than any you ever saw. 

You'll not be disappointed. You'll get a fence 
to be proud of for years and years to come. 

MASON FENCE COMPANY 




President 
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Standard Steel Champion Fence, Style No. 1 1 1 

This is our Standard Farm Fence, and will turn all kinds of stock. It is 57 inches high, and made 
of eleven strands of the best of hard drawn High Carbon Coiled Steel Wire thoroughly galvanized. Top wire 
No. 9, having a breaking strain of 2,200 pounds, bottom No. 10, intermediates No. 12, stays of No. 13, spaced 
1 foot apart. 

We prepay freight when shipment totals 40 rods or more 




Standard Steel Champion Fence, Style No. 121 

This style supplies the demand for a closely-woven farm fence for all kinds of stock. It is 49 inches high, 
and has eleven bars of best High Carbon Coiled Spring Steel Spring Wire, thoroughly galvanized. Size of top 
wire is No. 9, bottom No. 10, intermediates No. 12, stays of No. 13, spaced 1 foot apart. It is a very strong, 
springy fence, and one of our most popular styles. 



We prepay freight when shipment totals 40 rods or more 
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Standard Steel Champion Fencing No. 110 

This is the 4-foot fencing mentioned in our advertisement, and which we sell at 29c per rod delivered on 
board cars here. For a freight-prepaid price on this fencing delivered to your nearest station see the price 
list accompanying the catalogue. 

This fence is 4 feet high. We sell more of this style than any other. It should always have a bai b or 
cable wire at the top. We can furnish special short two-point barb wire for top, which is a great protection 
to the fence and almost harmless to the sto^ 1 * e <en^ ands of the best hard drawn High Carbon Coiled 

St^el Wire, thoroughlv raVanized s » ' tc.< No. 10, intermediates No. 12, stav- ; .f No. 13, 

spaced 1 foot a* * 

S\ m | i I . * • ' > »tals ds or more ^ 

/ 
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Standard Steel Champion Fence, Style No. 120 

This style fills our many calls for a medium-height, closely-woven fence, with one barb stretched 6 or 8 
inches above top. It makes a good general stock fence as well as an excellent sheep and hog fence. It is 42 
inches high and has 10 bars, with top wire No. 9, bottom No. 10, intermediates No. 12, stays No. 13, all woven 
from our High Carbon Spring Steel Spring, perfectly galvanized stock. It is a strong and lasting fence. 




We prepay freight when shipment totals 40 rods or more 
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Standard Steel Champion Fence No. 109 

This fence is 39 inches high, and with the addition of one barb or cable at top makes an excellent farm 
fence. Made of 9 strands of the best High Carbon Coiled Steel Wire, thoroughly galvanized. Top wire No. 
9, bottom No. 10, intermediates No. 12, stays No. 13, spaced 1 foot apart. Absolutely hog and pig proof. 

We prepay freight when shipment totals 40 rods or more 




Standard Steel Champion Hod Fence No. 108 

This fence is 30 inches high and is designed especially to turn hogs and pigs. With two barbed wires 
above, it makes a, good stock fence. Made of eight strands of the best hard drawn High Carbon Coiled Steel 
Wire, thoroughly galvanized. Top wire No. 9, bottom No. 10, intermediates No. 12, stays No. 13, spaced 1 
foot apart. 

We prepay freight when shipment totals 40 rods or more 
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Standard Steel Champion Hod Fence, Style No. 107 

This fence is 24 inches high and a hog and pig proof fence; with two barbed wires above it makes a 
general stock fence. It is also adapted to being placed at bottom of hedge. Made of seven strands of the 
best hard drawn High Carbon Coiled Steel Wire. Top wire No. 9, bottom No. 10, intermediates No. 12, stays 
No. 13, spaced 1 foot apart, all thoroughly galvanized. 



We prepay freight when shipment totals 40 rods or more 
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Champion Stock and Poultry 
Fencing 

This is a substantial fencing that will turn 
any kind of stock and is very closely woven so 
as to turn poultry. It is especially adapted to 
fencing Gardens, Poultry Enclosures, Or- 
chards, and, in fact, wherever a tight, close and 
strong fence is required. These fences are made 
of No. 14 wire with l ^eavy twisted cable at top 
and bottom. Stays are 9 inches apart and are 
guaranteed against slipping. 

The material is the best steel wire, thoroughly 
galvanized. Shipped in 20, 30 and 40-rod rolls. 

Seventeen Bar-5 Feet High 
Special 

This is the highest fence we make in the 
Special Poultry Fence weight. The spacing is 
as follows: 2, 2, 2, 2j«, 2%, 2%, 3, 3%, 8%, 
4>£, 5, 5, 5, 5, 6, 6. 0 inch stays. 
We prepay freight when shipment totals 40 

rods or more- 
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Champion Stock and Poultry 
Fencing 

The peculiar weave of Champion Stock and Poultry 
fencing, by twisting firmly the stay in with the line 
wires, not only locks the slays from slipping, but the 
twist liberally provides for expansion and contraction 
due to the changes in temperature. The twisted cable 
at top and bottom greatly strengthens aid holds the 
fence in position. Put this up property and we will 
guarantee it not to sag. 

Eighteen Bar-4 Feet High 

We sell most of this height. Our customers use it 
in connection with barb wire placed 6 or 8 inches 
above top. 

This style has 18 bars of wire spaced 2, 2, 2, 2, 2% 
2%, 2%, 2)4 , 2%, 2%, 3, 3)i , B}i , 3^, 4, 4, 4. 9-inch 
stays. 

We prepay freight when shipment totals 40 rods 
or more. 
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Champion Stock and Poultry 
Fencing 

Fifteen Bar-3 Feet High 

This style of fence is 3 feet high. When put 
Dn nice sawed and painted posts and properly 
erected, it makes a nice lawn or division fence. 
It has 15 bars of wire spaced 2, 2, 2, 2, 2M* 2%, 
2%, 2tf , 2%, 2%, 3, 3M, 3^, 3%. 9-inch stays. 

We prepay freight when shipment totals 40 
rods or more. 
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Champion Poultry Fence 
Gates 

This cut gives an excellent idea of the ap- 
pearance of our gates. The frame and center 
bar are made of Steel Tubing and covered with 
poultry fence. These gates we furnish 3 and 4 
feet wide, and 3, 4 and 5 feet high. We make 
allowances for latch and hinges, consequently a 
three-foot gate will fit a three-foot opening. 

These gates have latches and hinges and are 
all complete ready to attach to wood posts. 

We make these gates in all regular widths 
and heights. For prices see price list. 

t 



Lees burg, Ohio 




20 



The Mason Fence Co. 



Steel Champion Farm and Drive Gates 




Standard Sizes 

Height Length Height Length 

4 x 30 ft. 4* x 10 ft. 

4 x 12 ft. 4 x 12 ft. 

4 x 14 ft. H x 14 ft. 



Leesburg^ Ohio 
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Steel Champion Farm Gates 

Steel Champion Farm Gates are made from heavy l T %-inch Steel Tubing with perpendicular braces of 
%-inch steel pipe. The fabric or filling is of our heavy Steel Champion Fence material, woven tightly in the 
frame. The diagonal brace is of No. 8 hard steel wire drawn very tight, preventing sagging. The hinges are 
of the simplest and best construction, allowing the gate to swing both ways (see cut page 20). The parts con- 
nected with the frame are clamped around the tubing. The latch is of a simple and improved pattern, holding 
the gate secure and does not get out of order. As a result we have the strongest, neatest in appearance and 
best all-around gates in existence. Prove this statement by comparing our gate construction and prices with 
other makes. 

Double gates may be had by ordering two of the required size. However, in ordering state that a double 
gate is wanted and we will arrange the latches accordingly. 

Explanation We make allowances for latch and hinges, consequently a ten-foot gate will fit a ten foot 
opening. Each gate is furnished with latch and hinges complete, all ready to attach to posts. 

Odd Sizes ^ elow eacn engraving are given the sizes of each style of gate kept in stock. Other sizes we 
can make to order at a slight advance in cost over the nearest stock size. 

When Ordering Always give height first, then distance between the posts, as we always consider first 
dimension to be the height and second the length and fill orders accordingly. Also 
state whether ornamental or plain top is wanted. 




Our Walk Gates Have 1-inch Steel Tubing Frames with same fabric as the larger gates. 

Height Length Height Length 

4 x 4 ft. Si x 31 ft. 

3 x 4 ft. 3 x 3'> ft. 



Leesburo', Ohio 
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Hints on Erecting Fence 

Setting Posts 

No fence will stand erect and keep tight unless 



put on large, well-set end posts, properly braced. 
Braces should be ten feet long, sawed 4x5 
inches, and the second post should be set nine 
feet from the end post, thus making it the proper 
distance for a ten-foot brace. The cut of stretcher 
(see page 24) also shows how end post should be 
braced. 

Intermediate posts should be set from 16 to 
20 feet apart. This will make a good, rigid 
fence. You can set them as far apart as for any 
other fence, but we do not recommend you to 
exceed 20 feet. 

Easy to Erect 

To stretch up properly a fence must have all 
its line wires of equal length, otherwise it will sag 
at top or bottom or hang loose in the center. We 
have so constructed our looms that they pay out 
the wires with great mechanical exactness, so that 
no matter how large the roll all the line wires 
must be precisely the same length. 

Over Uneven Ground 

The liberal coil in the wire makes Mason fence 



adapt itself perfectly to uneven ground. When 
going over a hill the coil in the top wire allows 
that part of the fence to be made longer than the 
bottom part, or the reverse in crossing a hollow. 

Using a Hand Machine 

Nine farmers out of ten buy their fencing in the 
roll all ready to put on the posts. They get a 
better fence from us and the cost is less. They 
don't waste time getting the different kinds of wire 
nor in weaving the fence. They don't pay for a 
machine or repairs. We never saw one who was 
not sorry for investing in the machine. If, how- 
ever, you have a machine* or are convinced it is 
the best way, we can furnish you the same coiled 
steel wire as used in our own fencing. See page 33. 

A Portable Fence 

Mason Steel Cham- 
pion Fencing can be 
taken down, rolled up, 
movedand restretched 
a number of times 
without injury, thus 
making it a most val- 
uable fence for the 
farmer. 
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The Standard Champion 
Fence Stretcher 

This is a very simple and effective device, 
made throughout of the best materials and 
carefully put together to insure perfect 
working. 

It has no ratchet or chain wheels or 
hooks to grab the chain as in all cheap 
stretchers. These have proven unsatisfac- 
tory, especially to those not used to fence 
building. 

The Champion is a solid steel bar having 
two rows of holes. Over this bar slides a 
sleeve with a projection at one side to re- 
ceive the clamp which holds the fencing. 
Behind this sleeve and connected with it is an 
iron lever, and belonging to it are two pins 
which fit the holes in the steel stretcher bar. 

One pin is inserted and the lever moved 
backward. Move the first pin one hole for- 
ward and again reverse the lever. Repeating 
these operations pushes the clamp bar to- 
ward the end post, thus stretching the fence. 

This stretcher will pull 50 rods at one 
time. No extra post is required. The 
stretcher bar is hitched to an end post. 



Leesburg, Ohio 
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Use of the Stretcher Free to Customers 



This is a regular fence builder's tool, but we furnish 
it complete at the low price of $3.75. Order one of 
these stretchers with your fencing, remitting $3.75, and 
we will send it freight prepaid. If, after you have 
erected your fence, you do not care to keep the stretcher 
ship it back, freight paid by you, and we will return 
the $3.75 paid for it. 

You get the use of a good stretcher by paying the return freight. 
We make no profit on these stretchers, and as they represent a 
considerable investment we cannot let them go out under any 
other conditions. 

Full instructions with each stretcher. 




Sectional View of Stretcher Bar 
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Bracing End Posts 

Here is a good way to brace end or anchor 
posts. It does away with the usual wood brace 
and permits the first line post to be set from 
16 to 20 feet from the end post. 

The post should be not less than 10 inches 
in diameter at bottom, the anchor log 6 inches 
in diameter, 4 feet long, buried 3 feet, well 
tamped with earth and stone. Observe closely 
the diagram for other dimensions. 

When the anchor rod and post are in place 
pass two strands of wire around top of post 
and through eye of anchor rod and twist tight. This is a quick and effective method of bracing, 
and when properly done the post cannot move under severe tension. 

We furnish anchor rods made of flinch round steel, with nut and heavy cast iron washers and 
welded eye for 50 cents each. 

Try this new method. Include some of these rods in your order. You will save trouble and 
expense and get a better job. 

Note, however, that posts can be braced in this way only when the anchor cable will not 
interfere with gateway. 




Leesburg, Ohio 
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Champion Wire and Wire Fence Splicer 

The above illustration shows clearly our new Splicer for connecting wire and wire fencing. The tool 
consists of three parts: A clamp for holding the wire and a long and a short Twister. The short Twister, 
as shown in c ut, is adapted to splicing the close meshes of wire fencing, while the longer Twister is used 
where the meshes are wider apart, or for splicing single strands of wire and gives grea'er leverage. This tool 
makes the regular telegraph splice, strong and neat, as shown in cut. and on all sizes of wire. The tool is 
full size and well made of best refined malleable iron. 

Price of tool complete , 75 cents, 0 *' for 10 cents extra, 85 cents in all, ~ve will mail it to any address. 
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How to Splice Steel Champion Fencing 

Too much care cannot be taken in splicing wire fencing, for if not well and evenly spliced the fence will 
be of uneven tension when stretched. In order that our customers may easily accomplish this usually difficult 
task, we have designed especially for this purpose our Champion Splicer, as shown above and described on 
opposite side. 

To do a good job, first trim evenly the ends of fencing, as shown in the cut to the left, then project these 
ends eight inches past each other, then on top or bottom wires place the splicing clamp, catching both wires 
half way between the free ends and right angles, put on the Twister and rotate as shown in cut. Use small 
Twister in close meshes and the long Twister in the wider ones. Splice top and bottom bars first. 



Leesburg, Ohio 
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WIRE CLAMP. 




The Matthews 
Stretcher for 
Coiled Wire 



Here is the best wire 
stretcher for constant 
use in stretching Coiled 
Steel Spring Wire that 
we have ever seen. It was designed by Mr. Matthews, a fence 
builder and contractor of many years experience. The principal 
aim in the manufacture of this stretcher is to make it good, strong 
and reliable in every part. Nothing has been slighted that would 
make it first class in every respect. This is a regular fence build- 
er's stretcher, and for constant use cannot be excelled. The 
stretcher consists of a strong lever about three feet long, wire 
clamp, chain and dog. The wire clamp is very simple and effectual 
in operation, consisting of upper and lower jaws, which are forced together on a wire by a tail nut. These 
jaws are smooth and do not cut the wire. This clamp is positive and never lets the wire slip. In operating, 
the lever is worked by hand and the dog is made to move upon the chain umil the wire has the required 
tension. This stretcher works on barb, plain, cable or coiled wire. Stretching capacity, 2,C00 lbs. 

Matthews stretcher No. 1, complete with one wire clamp and 10 feet of chain, $2.25; No. 2, complete with 
two wire clamps and 20 feet of chain, .$3.50; clamps alone, each 75 cents. The No. 1 stretcher is sufficient for 
all ordinary purposes. No. 2 is designed for stretching wire in extra long lengths where there is much slack 
to be taken up. 



MATTHEWS 

WIRE CLAMP \Jfig.& 

ALWAYS RELIABLE, NEVER SLIPS 
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The Simplex Post Auger 

Here is the post hole auger that will make more 
holes in less time and with less labor than any other 
within our knowledge. It is very simple in construction, 
light and strong and rapid in action. This auger has four 
tempered steel blades so arranged that they draw them- 
selves into the earth when revolved, causing rapid cutting 
with minimum effort. It works in any kind of soil and 
dumps automatically — a hinged blade swings out and 
frees the accumulated earth. The blades are adjustable 
and may be set to bore large or small holes. 

Guarantee ^ e » uarantee tn * s au ger to do as above 
claimed, and if after a fair test you do 
not find it so, return it to us and get your money. 

Price Tms is a $2*00 auger. Our special price is 
$1X0. Include one of these augers with your 
fence order and save freight. 




CLOSED 
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The Bull Dod Wire Grip 



Takes Hold and Never Lets Go So 
Long As You Pull 



The more you pull, the tighter it grips the wire and it never slips. When attached to a handspike, as 
shown in cut, it makes a splendid stretcher for either barbed or smooth wire (see page 24 for stretcher for 
coiled wire). If your hand stretcher has a grip that always lets go before the wire is drawn tight enough, 
throw the grip away and get a "bull dog." The grip can be attached to any wire stretcher and will save the 
annoyance usually experienced with cheap and inferior grips. 



This clamp is strong and thoroughly made of best 
materials and is designed especially for fence builders' use, 
and is practically everlasting. 

Guarantee ^ e nave thoroughly tested this grip and 
fully guarantee it to instantly grip a barbed 
or smooth wire of any size and firmly hold it without slipping 
or injuring the galvanizing. If after testing it, you are 
satisfied that it is not just as represented, your money back 
at once. Price by mail, 50c each, postage paid. 




3l> 




This Cut represents a man in the act of 
stretching wire and stapling to a post without 
assistance with Bull Doi Stretcher. 
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The Bull Dog Wire Stretcher 




We here present the Bull Dog Wire Stretcher complete, 
fitted with the Bull Dog Wire Grip. The lever is of the best 
quality of ash, three feet long and tipped with iron plate to 
prevent slipping on post. These grips have no removable jaws 
to become worn and require replacing. Here is positively the 
best stretcher made for barbed or smooth wire, and for finish- 
ing the stretching of wire fencing. Price, 75c each, complete. 

Wire Reel Ever ^ farmer 

should own a 
wire reel. They save time and 
temper in handling of wire. The 
reel here shown is adapted for hard 
usage. The timbers are heavy and 
the arms are made of best malleable iron, so that breakage is 
impossible should the wire become caught. To attach this reel 
to a sled or plank, bore a one-inch hole to fit the pin in center 
of reel. Set the reel on the piece with pin in the hole and you 
are ready to start. Price, $1.00. 
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Coiled Spring Fence Wire 




We have for several years furnished to Fence Builders and others 
using hand weaving fence machines our Mason.'s Perfection High Carbon 
Coiled Spring Wire. This wire is of the same quality as that used in 
our high grade fencing and is coiled on our improved coiling machines. 
These machines impart the coil to the wire by means of rollers, or, in 
other words, the coils are rolled in the wire which preserves perfectly 
the galvanizing. Our experience has demonstrated that coiled wire 
should have deep close coils, because deep coils are more springy, and 
being short are stouter and will not pull out in stretching. We put 
more than three complete coils in each foot, or nearly twice that of other 
makes. We therefore have a much more springy or elastic wire, is more 
ornamental and easily seen by stock and will not sag. Comparison proves that Mason's Perfection Coiled 
Spring Wire cannot be excelled and is the best modern fence wire. 

We take pains in putting our wire up in nice bundles (see cut) 
so that it will reach our customers in good condition and unreel 

without tangling, thus saving time 
and annoyance. Our Coiled 
Spring Wire runs practically the 
same number of feet to the pound 
as plain wire and is about twice 
as strong. We also sell all kinds of barb, plain, galvanized and telephone wire, staples, etc., and refer you to 
our price list of wire for prices. 
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The We kere- 

T , 41 . with show 

Invincible o T _ . , 

a special 

Fence Hatchet 

Hatchet especially 
adapted for 
fence building and general 
farm purposes. It weighs 
lbs. , slightly heavier than 
the ordinary hatchet, and in 
fencing it is very useful in facing posts and driving or pulling staples, nails, etc. It is made of first-class 
material throughout, with the blade, head and claws carefully tempered and hardened. Price, 75 cents each. 



Wire ^ n these 

Pliers ti , mes 

w hen 
wire is used for in- 
numerable p u r - 
poses there is no 
tool so handy as a 
good pair of wire 
cutting pliers; 
aside from fence 
work they are con- 




venient for many purposes. Those we offer are forged from tool steel, are ten inches long and will cut the 
heaviest fence wires. Price, 75 cents. 
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Details 



Samples of Fence 

On request we will furnish a small sample of 
any of our fences. Samples show the exact size 
of wire used and the manner in which the stay is 
attached. In asking, state style of fence from 
which you want the sample. We will send it by 
mail postpaid. 

If you wish to sell our fencing you need a full- 
sized roll, as prospective buyers have more con- 
fidence in the real article than in samples or 
models. Our fencing is put up in compact rolls 
so it will reach you in good condition and show 
the fence as it really is. 

Size of Rolls 

Mason Steel Champion Fencing is put up in 
rolls of 20, 30 and 40 rod lengths. These are 
standard sizes and are always kept in stock. 

Special Lengths 

We can furnish any specified amount of fence 



to order, but when it is necessary to get the exact 
number of rods called for, and we have to make 
a special or short length roll, it will be subject to 
an additional charge of 10 per cent. The extra 
charge is to cover the time consumed in remov- 
ing the roll from the loom. It is best to order 
regular-sized rolls. 

Further Information 

Kindly read this catalog, as it contains prac- 
tically everything concerning our goods. If, 
however, any point is not explained clearly to 
you, write us and we will gladly give you the 
information wanted. 

Choice of Fence 

If you do not know exactly the kind of fence 
to order, tell us what you wish to use it for and 
we will select for you the fence that will best 
meet your requirements at the least expense. 
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How to Order 



Cash with Order 

If you send full amount of cash with order, we 
allow you a cash discount of 3 per cent from all prices 
of fencing and supplies. By doing this, as most of 
our customers do, you save $3 on every $100, as well 
as the charges which banks and express companies 
make for C. O. D. collections. Orders of $5 and 
under must be accompanied by cash. 

Part Cash and Part C. O. D. 

If you send one-fourth cash with order we will 
make shipment and send draft for balance with bill of 
lading attached to your nearest bank for collection. 
You pay the draft at bank, get the bill of lading, 
present it to the freight agent and receive your goods. 
Banks make a small charge of about 25 cents for col- 
lecting and returning the money, which you must pay. 

C. O. D. 

If you will deposit with your banker the full 
amount and send us his certificate of deposit, we will 
make shipment in our own name and send draft and 
bill of lading to your banker. When the fencing ar- 
rives have him pay the draft with the money deposited, 
get your bill of lading and receive your goods. 

We Pay Freight 

to your nearest steam railroad depot on shipments of 
40 rods or more of wire fencing and small quantities 
of fence tools, supplies and gates, if ordered with 



fencing. We cannot prepay freight to boat landings 
or electric railway depots. 

Our experience in shipping enables us to secure 
the lowest freight rates. Our price list shows what any 
style fencing will cost delivered freight prepaid by us. 

Safe Delivery 

We guarantee safe delivery of our goods to desti- 
nation, thus protecting our customers from loss 
should the shipment go astray or be damaged. Feel 
assured that you take no more risk in dealing with 
us than with your nearest merchant. We make it 
our business to protect your interests. 

Ironclad Guarantee 

and 30-day trial offer as explained on page 7 covers 
every order, no matter how small. 

Remittances 

Make all remittances by New York draft or Post- 
office money order. Do not send individual check 
without adding 25 cents for collection. Paper money 
will come safely if plainly addressed; $1.00 or under 
may be sent in one or two-cent postage stamps. 

Name and Address 

Sign your name plainly on every letter and order. 
Give town, county and state. This prevents delay. 

Prompt Attention 

We send postal acknowledging order same day 
received. If you do not get it notify us. 
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Ornamental Fencing and Gates 




In addition to the line of Farm Fencing which we manufacture we have a very 
artistic line of Ornamental Fencing, suitable for lawns, churches and cemeteries, which 
is shown fully in our separate catalogue of Ornamental Fencing. If you are contem- 
plating enclosing your lawn with a nice fence this catalogue will be of interest and 
help to you. We will be glad to mail you a copy free for the asking. 

Digitized by ASSOCIATION FOR PRESERVATION TECHNOLOGY, www.apti.or g for the 
BUILDING TECHNOLOGY HERITAGE LIBRARY 
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